
Floor Space
69" (175.3 cm)
52" (132.1 cm)
37" (94 cm)

Height
Width
Depth

Sink Size
45" (114.3 cm)
24" (61 cm)
36" (91.4 cm)

Width
Depth
Height at Sink

Liquid Freeboard 14" (35.6 cm)

Air Power 3 cfm at 80 psi

Electric Power 240 VAC, 60 Hz, 17.5 A, 4.2 kW

IDEAL FOR L ARGE AND HEAV Y PARTS. Safety-Kleen’s aqueous-based, agitating parts washer 
features an air-operated platform with 250-Lb capacity for soaking and agitating heavily soiled parts. 
With adjustable agitation speed and programmable heat timer, the Model 81.8 provides optimal heated 
and automated cleaning, saving time and money. Made with stainless-steel, this machine is built to last.

MODEL 81.8

*Certi�ed reconditioned equipment.

Model 81.8*

Approved
Solvents

ArmaKleen™ 4 in 1,
ArmaKleen™ Paint & Ink 
Remover,
ArmaKleen™ Bio24,
ArmaKleen™ M-100 BCR
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Standard Fill 80 gal. (302.8 L)

Operating Temp 160°F (71.7°C)

Material Stainless steel and steel

Machine Color Gray and black

Max Workload 250 lbs. (113.6 kg)

Shipping Wt 660 lbs. (300 kg)

Max Filled Wt 1,320 lbs. (600 kg)

Listing cETLus


